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Internal panelling 
(12 + 8 mm plywood) 

mounted with joints
staggered min 150 mm

Batten furring 45 mm

FLEX Wood fibre insulation 
(45 mm + 400 mm)

DPM 0.2 mm polyethylene foil

Running installations

400 mm I-joists 
per 600 mm:

• 45 x 39 mm stud
• 10 mm plywood

Distance strip as intermediate support 
25 x 45 mm

Ventilation gap

9 mm fiber cement board Cembrit 
Basic as wind barrier
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EPDM tape 3.0 x 90 mm black rubber.

Cembrit Facade screw CL-SW 
4.5 x (30/36/) 41 mm stainless 
steel screws (A2)
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Wooden distance strips as 
mounting joints 22 x 95 mm

EPDM tape 3.0 x 30 mm black rubber.

8 x 592 x mm Cembrit Patina 
fiber cement facade board
staggered vertically max 400 mm

Wooden tectonic slats 
25 x average 200 mm 
c/c 100 mm
mounted to sole plate

Externí zeď
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Konstrukční latě 22 x 95 mm

EPDM páska

8 mm Cembrit patina cemen-
tovláknitá deska

 
 
Cembrit fasádní vruty

 
9 mm Cembrit deska

 
Ventilační spára

 
 
 
Latě, cedr 25mm c/c 200 mm

 
 
 
25x45 mm konstrukční latě

 
400 mm I joist 
Izolace z dřevitých vláken

 
Instalace

12 + 8 mm překližka

Izolace z dřevěných vláken

Parotěsná zábrana

Latě 45mm

 
EPDM páska


